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The objective of this paper is to examine the instability characteristics of both a bulk FCC crystal and a
(100) surface of an FCC crystal under uniaxial stretching along a h100i direction using an atomistic-
based nonlocal instability criterion. By comparison to benchmark atomistic simulations, we demonstrate
that for both the FCC bulk and (100) surface, about 5000–10,000 atoms are required in order to obtain an
accurate converged value for the instability strain and a converged instability mode. The instability
modes are fundamentally different at the surface as compared to the bulk, but in both cases a strong
dependence of the instability mode on the number of atoms that are allowed to participate in the insta-
bility process is observed. In addition, the nonlocal instability criterion enables us to determine the total
number of atoms, and thus the total volume occupied by these atoms, that participate in the defect nucle-
ation process for both cases. We find that this defect participation volume converges as the number of
atoms increases for both the bulk and surface, and that the defect participation volume of the surface
is smaller than that of the bulk. Overall, the present results demonstrate both the necessity and utility
of nonlocal instability criteria in predicting instability and subsequent failure of both bulk and surface-
dominated nanomaterials.
 2011 Elsevier Ltd. All rights reserved.
1. Introduction
Since Hadamard (1903), the notion of instability in continuous
solids has been studied by many authors (Hill, 1962; Stroh,
1962; Rudnicki and Rice, 1975; Rice, 1976; Hill and Milstein,
1977; Gao, 1996). In these continuum mechanics-based formula-
tions, as originated by Hill (1962), a small perturbation is applied
to an infinite body of a solid, and a material stability analysis is
performed to determine whether the perturbation grows
unboundedly with time. If it does, the material is considered to
be unstable; if it does not, the material is considered to be stable
(Belytschko et al., 2002). Furthermore, the material stability analy-
sis depends upon the state of deformation in the material through
the determinant of an acoustical tensor, which depends upon both
the current state of stress and stiffness in the material. We note
that other researchers have extended these concepts to analyze,
in a continuum fashion, the stability of surfaces attached to an infi-
nite half space (Srolovitz, 1989; Suo et al., 1992).
Recently, nanomaterials have been extensively studied, and
found to exhibit superior mechanical properties (Park et al.,
2009), with the particularly salient property of having a strength
that has been found to approach a significant fraction of the ideal
strength (Zhu and Li, 2010). Because of this, and the related inter-
est in connecting macroscale instability to atomic-scale processes,
there has been a burst of activity applying continuum mechanics
concepts to study instability in nanomaterials. There have typically
been two approaches to this class of problems. The first involves
the determination of crystal elastic constants directly from an
underlying interatomic potential, which are then directly utilized
for a material stability analysis (Milstein and Huang, 1978; Alber
et al., 1992; Wang et al., 1993, 1995; Kitamura et al., 2004; Lu
and Zhang, 2006). Other researchers have made a multiscale link
between interatomic potentials and continuum mechanics, typi-
cally using the Cauchy–Born hypothesis, such that finite element
calculations of atomic scale instability can be performed at both
zero (Li et al., 2002; Vliet et al., 2003; Zhu et al., 2004; Pacheco
and Batra, 2008) and finite temperature (Xiao and Yang, 2007).
One key issue that has recently drawn attention is the fact that
instabilities at the atomic scale, for example dislocation nucleation,
tend to involve the collective motion of a group of atoms, rather
than originating with an individual atom. If this is the case, then
such instabilities have an inherently nonlocal character. This point
was first noted by Miller and Rodney (2008), who demonstrated
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using atomistic simulations of nanoindentation that single atom-
based instability criteria, which have dominated previous
nanoscale instability research (Li et al., 2002; Lu and Zhang,
2006; Pacheco and Batra, 2008; Zhu et al., 2004; Vliet et al.,
2003), are unable to capture the nonlocal nature of nanoscale
instability initiation or defect nucleation. The importance of nonlo-
cality in capturing nanoscale instability nucleation was further ad-
dressed by Delph et al. (2009), Delph and Zimmerman (2010), who
developed a nonlocal instability criterion called the Wallace crite-
rion, and demonstrated for a variety of situations that a collection
of atoms on the order of a few hundred was necessary to accurately
predict the instability nucleation. We note that the Wallace crite-
rion thus takes an intermediate point of view in terms of computa-
tional expense between the single-atom-based instability
measures (Li et al., 2002; Vliet et al., 2003; Zhu et al., 2004; Lu
and Zhang, 2006; Pacheco and Batra, 2008), and those which re-
quire the evaluation of the Hessian matrix for the entire collection
of atoms (Kitamura et al., 2004; Lu and Zhang, 2006), which can be
computationally prohibitive. Justification for such an intermediate
point of view has also been given by Dmitriev et al. (2004), who
found that prior to lattice instabilities, or bond breaking, spatial
localization of the unstable mode does occur.
One important issue that has not been addressed, and that we
focus upon in the present work, is the issue of nonlocal instability
or defect nucleation from the surfaces of nanomaterials. Surface
instabilities are critical in nanomaterials because recent theoretical
(Gall et al., 2004; Park et al., 2006, 2009) and experimental (Zheng
et al., 2010) studies have demonstrated that defects in nanomateri-
als tend to nucleate at the surfaces rather than within the nanoma-
terial bulk. Therefore, because surface atoms have fewer bonding
neighbors than atoms within the bulk, they exist at a less stable
energetic configuration, and are also more likely to be driven to
instability under applied loading. We are aware of two atomistic-
based studies, the first being that of Dmitriev et al. (2005), who
studied the atomistic stability of elastic half-planes and determined
that surfaces are less stable than their bulk counterparts. There are,
however, substantial differences between that work and the pres-
ent work. The major distinctions are that first, Dmitriev et al.
(2005) considered a 2D half-space, and not a fully 3D system by
using a single periodic cell of the sample, which inherently limits
the effects of nonlocality. Secondly, their instability criteria is based
upon the eigenvalues of the force constant matrix, whereas the
present work is based upon determining the eigenvalues of a Hes-
sian which is related to the energetic stability of a given configura-
tion of atoms. The second is the more recent work of Umeno et al.
(2010) who studied the effects of free surfaces on lattice instabili-
ties in copper thin films. While a nonlocal instability measure was
utilized in that work, their analysis considered the entire volume
of the atomic system and thus all atomistic degrees of freedom,
rather than a subset of the total volume. Because of this, the effect
of the size of the nonlocal region on the instability mode and strain
and a comparison of the instability modes that are observed at sur-
faces as compared to the FCC bulk were not performed.
Therefore, there are two objectives of the present work. The first
is to perform a comprehensive study of the effects of nonlocality on
the instabilities that occur in both a bulk FCC crystal and a (100)
surface of an FCC crystal that is subjected to uniaxial stretching
along a h100i direction. We contrast the influence of nonlocality
on the surface instability mechanisms that are observed to that ob-
served in a bulk FCC crystal under the same uniaxial stretching.
The second objective is to utilize the nonlocal instability criterion
to determine the volume of atoms, which we term the defect par-
ticipation volume, that is necessary to nucleate a defect in both the
bulk FCC crystal and the (100) surface. Again, contrasts are drawn
between the defect participation volumes that are found for both
the FCC bulk and (100) surface.
2. Nonlocal Wallace criterion
The ideas underlying the Wallace criterion (Wallace, 1972) have
been elucidated in recent work (Delph et al., 2009; Delph and Zim-
merman, 2010). In the Wallace approach, we consider a region X
containing a total of N atoms. These atoms are free to move in an
arbitrary fashion, apart from any external restraints upon the atom-
ic motion. The atoms surrounding the region X, however, are as-
sumed to remain motionless, including those atoms, M in number,
that interact with the interior atoms and are contained within an
annulus surroundingX. Fig. 1 shows a sketch of this situation, both
for the case of the bulk and the surface analysis. Implicit in this sce-
nario is the idea that atomic-scale instabilities may be adequately
characterized by the motion of the atoms within X, and that the
motion of the atoms outside this region may be neglected. We will
subsequently present detailed results in support of this idea.
For all numerical results in the present work, the shape of the
volumeX containing theN atomswas taken to be spherical or hemi-
spherical though we emphasize that there is no restriction on the
shape of the volume X. For example, a rectangular prism was
(a) FCC Bulk
N Atoms
M Atoms
(b) (100) Surface
N Atoms
M Atoms
Fig. 1. (a) Spherical region X in a bulk FCC crystal that contains the N atoms that
participate in the failure process surrounded by M atoms; (b) hemispheral region
used to analyze (100) surface instabilities that contains the N atoms that
participate in the failure process surrounded by M atoms.
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considered by Delph et al. (2009) to study the initiation of crack
propagation in an FCC crystal.Wenote that one factor in considering
a spherical participation volume, particularly with respect to quas-
icontinuum (Tadmor et al., 1996) or Cauchy–Born likemodels is that
the unit cells utilized in those models are based upon a spherical
truncation due to the cut-off radius of the interatomic potential.
For a pair potential, the equilibrium potential energy U0 of the
N atoms can be written as
U0 ¼
XN1
a¼1
XN
b¼aþ1
VðRab2 Þ þ
XN
a¼1
XM
c¼1
VðRac2 Þ; ð1Þ
where Rab
2
is the square of the distance between atoms a and b, V is
the interatomic potential, the first term on the right hand side of (1)
represents interactions between pairs of atoms contained within X
(N–N interactions), and the second term on the right hand side of
(1) represents interactions between interior and exterior atoms
(N–M interactions). Performing a Taylor expansion around the ini-
tial equilibrium state with respect to R, we can express to first order
the change in energy as a quadratic form
UU0 ¼
X3N
k¼1
X3N
l¼1
Aklvkv l; ð2Þ
where the vi represent arbitrary infinitesimal displacements of the
N group of atoms. The linear terms in this expansion vanish by vir-
tue of the fact that the initial state is taken to be an equilibrium
state. The Hessian matrix Akl can be determined analytically as a
function of the first and second derivatives of a given interatomic
potential (Delph et al., 2009; Delph and Zimmerman, 2010).
The basic idea underlying the Wallace criterion is that, for a sta-
ble deformation increment from an arbitrary equilibrium state U0
to a new state U, the change in energy U U0 will be positive.
Equivalently, this can be formalized by stating that the eigenvalues
of the matrix Akl remain positive. However, for an unstable defor-
mation increment, the change in energy U U0 will be negative,
i.e. the new state has a lower energy than the previous equilibrium
configuration, which manifests itself physically at the atomic scale
by the nucleation of a defect such as a dislocation followed by the
relaxation of the dislocation and the surrounding crystal. This tran-
sition to a lower energy configuration thus corresponds to the
emergence of a negative eigenvalue of the Hessian matrix Akl. We
note that the Hessian Akl of the present work is a factor of two
times the Hessian defined in several previous works, for example
that of Miller and Rodney (2008), Dmitriev et al. (2005); we refer
the reader to the detailed discussion in Delph et al. (2009).
In summary, the Wallace criterion exhibits at least four desir-
able features as compared to previous local, or single-atom insta-
bility criteria. First, the criteria is nonlocal, rather than local; we
will demonstrate in the numerical examples the importance of this
in capturing the instability strains and modes. Second, the stability
of the atomistic system can be easily assessed by examining the
lowest eigenvalue of the Hessian Akl. Third, because the number
of atoms N that are needed to capture the nonlocal instability
occurrence are typically about 5000–10,000, the computational
cost in calculating the lowest eigenvalue of such a 3N  3N matrix
is quite moderate. Fourth, the eigenvectors v in (2) reflect the mo-
tion of the N atoms as the instability occurs, and thus offer insights
into the instability mode. We note, however, that the Wallace cri-
terion is, at present, restricted to zero temperature and includes no
thermal effects.
3. Numerical results
We performed atomistic simulations of uniaxial stretch along
h100i directions in a bulk FCC crystal using the atomistic simula-
tion code LAMMPS (LAMMPS, 2006; Plimpton, 1995). The simula-
tions were all performed under zero-temperature quasistatic
conditions; thus, the simulations were of the molecular mechanics
(i.e. energy minimization, or molecular statics) type rather than fi-
nite temperature molecular dynamics. The crystals were deformed
in uniaxial stretch along the x-direction using the deformation
gradient
Ftens ¼
k 0 0
0 1 0
0 0 1
0
B@
1
CA; ð3Þ
where k is the stretch ratio in the h100i direction.
In the present work, we utilize the smooth Lennard–Jones (LJ)
potential of Eerden et al. (1992), which takes the form
UðrÞ ¼ 4:569 r
r
 12
 r
r
 6 
exp
0:25r
r  2:5r
 
; ð4Þ
to model the interatomic interactions. The LJ parameters, as taken
from Eerden et al. (1992) are: r = 3.3 Å and /kb = 119.8 K, where
kb is the Boltzmann constant, which leads to an FCC lattice param-
eter of 5.12 Å. This particular form of the LJ potential was chosen
because it smoothly truncates to zero at the cutoff radius
rc = 8.25 Å, along with both its first and second derivatives. The
smoothness of the first and second derivatives is desired because
both derivatives are required to calculate the Hessian Akl in (2). Be-
cause this is a simple pair potential, the results we obtain subse-
quently should be interpreted as being qualitative in nature,
rather than quantitative, and thus do not represent the behavior
of any particular material.
The bulk atomistic simulations were performed as follows. First,
the bulk FCC crystal was deformed according to the deformation
gradient in (3), at which point an additional random perturbation
on the order of 0.01 Å was applied to the resulting atomic positions
of the N atoms. The positions of the N atoms were then allowed to
relax to energy minimizing positions that were close to, but not
identical to, those specified by the deformation gradient. The posi-
tions of the surrounding M atoms, on the other hand, were strictly
specified by the applied deformation gradient. The perturbation
had the effect of introducing a slight randomness into the atomic
positions, which facilitated the instability by breaking the symme-
try of the crystal. For the bulk FCC crystal, sufficient M atoms were
provided such that the N atoms had a complete bonding
environment.
The surface stretching results were performed slightly differ-
ently than for the bulk FCC crystal. Specifically, a full LAMMPS sim-
ulation, with no constraints upon the motion of any atom, was run,
and a stretch value close to the point of instability identified. This
was done to capture the effects of surface relaxation, which were
found to be critical to accurately predicting the surface instability
mode. A grouping of N atoms contained within a regionXwas then
identified, along with the surrounding interacting M atoms. For
stretching past this point, the motion of all atoms exterior to X,
including theM atoms, was taken to be strictly specified by the ap-
plied deformation gradient, and only the interior group of N atoms
allowed to relax. We note that, due to the inherent symmetry-
breaking effect of the free surface, no additional random perturba-
tion was applied to the atomic positions in order to obtain the
instability stretch.
For both the bulk and surface cases, instability in the LAMMPS
simulations was signaled by a sudden drop in the global potential
energy with increasing stretch. Fig. 2 illustrates this process for the
bulk FCC crystal with N = 459. Values of N up to around 10,000
were considered to examine the effects of the degree of nonlocality
upon the instability stretch and mode. Specifically, for the largest
bulk case that was considered, there were 9909 N atoms, which
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were surrounded by 32,683 M atoms, while for the largest surface
case that was considered, there were 8674 N atoms, which were
surrounded by 27,830 M atoms.
Once equilibrium, energy-minimizing positions were found
using LAMMPS, the atomic positions of the N and surrounding M
atoms taken from these simulations were used to calculate the
Hessian matrix Akl resulting from the Wallace criterion. The lowest
eigenvalue of the Hessian was then extracted and its sign exam-
ined. If the eigenvalue was positive, then the LAMMPS simulation
was rerun to a larger value of stretch. This procedure was repeated
until a stretched configuration resulted for which the lowest eigen-
value of the Hessian matrix became negative.
3.1. Uniaxial stretching of the bulk FCC crystal
We first examine the performance of the Wallace criterion in
predicting the onset of instability in a bulk FCC crystal stretched
uniaxially along a h100i direction. Fig. 3 shows the critical stretch
as a function of the number of atoms N considered in the context of
the Wallace criterion. It can be seen that the critical stretch at
instability as derived from the Wallace criterion and the LAMMPS
calculations are in excellent agreement with each other for a given
value of N. There are several noteworthy features in Fig. 3 that
merit further discussion. First, we note that there is a significant
drop in instability stretch that occurs as more atoms N are allowed
to participate in the instability nucleation. It can be seen that the
instability stretch is about 0.245 if a single atom, i.e. N = 1, is al-
lowed to participate. However, the instability stretch decreases
and appears to converge to a value of about 0.14 once N ap-
proaches about 10,000, which suggests the importance of nonlocal-
ity for predicting instability in bulk crystals. Second, we note that
independent LAMMPS simulations for an unperturbed perfect
FCC crystal using 23,328 atoms yielded an instability stretch of
about 0.1319, which is in excellent agreement with the asymptotic
value shown in Fig. 3. Third, the agreement between the Wallace
prediction and the direct atomistic simulation for the instability
strain is found to be quite good, with the largest deviation being
about 1.5% when N = 6363.
An important attribute of the Wallace criterion is its ability to
predict the initial motion of the atoms during the nucleation of
the defect. By construction, the eigenvector of the Wallace Hessian
matrix Akl corresponding to a particular eigenvalue represents the
atomic displacements associated with this mode, in particular the
instability mode corresponding to the lowest eigenvalue as it ap-
proaches zero. This feature can yield useful information as to the
nature of the defect. To illustrate this point, we first stretched
the crystal directly to the point of instability, and then monitored
the variation in system potential energy during the LAMMPS con-
vergence process. Fig. 4 shows an example of this. It can be seen
that, at a certain point in the energy minimization process, the po-
tential energy drops sharply, indicating the nucleation of a defect.
The point before the potential energy drop occurs is marked by a
square in Fig. 4. The atomic coordinates corresponding to this point
were used to calculate the Wallace Hessian matrix Akl, whose
eigenvectors yield the predicted initial motion of the atoms at
the point of instability. Approximate atomic motions at the insta-
bility point were also computed from LAMMPS as the difference
between the atomic positions at the iteration at which the poten-
tial energy drop begins, and those at the next iteration output step,
which we term the displacement vector in the present work.
The eigenvectors from the Wallace calculation and the displace-
ment vectors from the benchmark fully atomistic (LAMMPS)
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Fig. 2. Potential energy vs. stretch curves for N = 459 for bulk FCC crystal.
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Fig. 3. Instability stretch comparison for a bulk FCC crystal under uniaxial stretch
along a h100i direction as calculated using direct atomistic simulation (LAMMPS),
and the nonlocal Wallace criterion.
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Fig. 4. Potential energy for the N = 459 atoms versus the number of iterations
during the energy minimization process for the critical (instability) step for tension
of the bulk FCC crystal, where the exact point of instability is marked by the square
around iteration 9000.
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calculation are shown in Fig. 5. Fig. 5(a) shows a 2D view of the dis-
placement vectors and eigenvectors on the yz plane at x = 0 in
Fig. 5(a), which represents the center plane of the N atoms and is
also orthogonal to the tensile loading (x) direction. A fully 3D com-
parison is shown in Fig. 5(b). Fig. 5 clearly demonstrates that the
initial motion of the atoms during nucleation of the instability is
predicted similarly by both the Wallace criterion and the fully
atomistic simulation, which is encouraging given the complex mo-
tion of the atoms that is observed in Fig. 5. In addition, while the
instability mode is somewhat unclear from the 2D plot in
Fig. 5(a), the fully 3D comparison in Fig. 5(b) clearly suggests a ten-
sile cavitation or separation-type failure mode.
We should also emphasize here that, while the Wallace crite-
rion accurately predicts the initial motion of the atoms at the point
of instability, it does not predict the final atomic configuration that
occurs at the end of the instability step. This is because the Wallace
criterion is essentially a saddle point criterion, where the motion of
the atoms at the saddle (instability) point does not necessarily
coincide with their final configuration as they descend down the
potential energy well.
We close the section on the stretching of a bulk FCC crystal by
noting that, just as the instability stretch converges with increasing
N, so does the initial motion of the atoms at the point of instability.
This is demonstrated by comparing the eigenvectors as obtained
using the Wallace analysis for N = 1505 and N = 5089 in Fig. 6,
which shows a 2D cross sectional view of the xy plane; we note
that similar conclusions can be drawn by looking at 2D cross sec-
tional views of the xz and yz planes.
−20 −15 −10 −5 0 5 10 15 20
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(
(a) Displacement Vector vs. Eigenvector for  N=459 of FCC Bulk 
N atoms
LAMMPS
Wallace
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(b) Displacement  Vector vs. Eigenvector for N=459 of FCC Bulk
Fig. 5. Comparison of eigenvectors as calculated from Wallace formulation and displacement vector from fully atomistic simulation stretching a bulk FCC crystal along a
h100i direction at onset of instability depicted in Fig. (4) for N = 459 as shown in both (a) 2D view of the yz plane at x = 0, and (b) fully 3D plot.
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As can be seen, the instability modes are largely similar be-
tween N = 1505, and N = 5089. Specifically, the xy plane in Fig. 6,
which is parallel to the loading (x) direction, shows modes of fail-
ure that are tensile in nature, and suggest a subsequent failure
mode of tensile separation or cavitation. Also interesting is that
as N is increased, the number of atoms that participate in the insta-
bility motion appears to remain essentially constant; in other
words, the atoms near the boundary of N when N = 5089 do not
contribute to the instability motion. This fact, in conjunction with
the converging value for instability strain seen in Fig. 3, strongly
suggests that there are a fixed number of atoms N (with N being
much larger than one but smaller than 10,000) that are required
to accurately capture tensile stretch-driven defect nucleation and
initiation in bulk FCC crystals. We will address this point later in
the discussion portion of the manuscript.
3.2. Stretching in the plane of a (100) FCC surface
Having discussed the bulk tension results, we now present the
results for the stability of a (100) FCC surface subject to uniaxial
stretching in the plane along a h100i direction. Comparisons are
made with the bulk results to illustrate the differences in the insta-
bility behavior of the (100) surface as compared to the corre-
sponding bulk material.
The variation of instability stretch with N is shown in Fig. 7. As
was the case with the bulk stability behavior shown in Fig. 3, the
instability stretch for the surface decreases rather substantially
with increasing N before finally reaching an asymptotic value of
about k  1 = 0.12 at a value of around N = 9000. This asymptotic
value is in excellent agreement with the instability stretch found
from a LAMMPS analysis in which all 16,000 atoms in the ensemble
were allowed to move in accordance with the energy minimization
algorithm, which gave a corresponding value of 0.116. The fact that
the surface instability stretch is somewhat smaller than the bulk
value is not unexpected, due to the reduced coordination experi-
enced by the surface atoms as compared to their bulk counterparts.
In all cases, it can be seen that the LAMMPS simulations in which
only N atoms are allowed to participate in the energy minimization
process yield instability predictions that are in excellent agree-
ment with those from the Wallace criterion.
The eigenvectors obtained from the Wallace criterion likewise
demonstrate convergence with increasing N. Figs. 8 and 9 show
the atomic displacement vectors derived from LAMMPS and the
Wallace eigenvalues for values of N = 1626 and 5441, respectively.
The similarities between the results for the two values of N are
quite apparent. We note that the largest amplitude motion of the
atoms occurs at or near the surface, indicating a surface instability.
In particular, a cratering-type of defect initiation is observed, in
which some atoms at the surface displace inwards towards the
bulk, while pushing other nearby atoms outward towards the sur-
face. Finally, as was the case in the bulk simulations previously dis-
cussed, we find that as N is increased between Figs. 8 and 9, the
number of atoms that participate in the instability process does
not appear to increase significantly. We address this point for the
bulk and surface in the next section.
3.3. FCC bulk and (100) surface defect initiation and participation
volumes
We now quantify an important point made previously, namely
that as the number of atoms N increases for stretching of both the
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Fig. 6. Comparison of Wallace eigenvectors and LAMMPS displacement vectors on
the xy plane for uniaxial stretching along a h100i direction for a bulk FCC crystal
using (a) N = 1505 atoms, and (b) N = 5089 atoms.
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Fig. 7. Instability stretch comparison for the (100) surface of an FCC crystal under
uniaxial stretch along a h100i direction as calculated using direct atomistic
simulation (LAMMPS), the nonlocal Wallace criterion, and a thin film that is
periodic in the plane with a free (100) surface (fully atomistic calculation).
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FCC bulk and the (100) surface, the number of atoms that show
large displacements does not increase appreciably. To investigate
this point in more detail, we define two volumes of interest. The
first volume, which we term the defect participation volume, is in-
tended to serve as a measure of the volume of the subset of atoms
within N that are actively participating in the defect nucleation
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(b) xz and (c) yz planes for the (100) surface with N = 1626.
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process. We defined an atom to be ‘‘active’’ in the instability pro-
cess if its eigenvector magnitude at the point of instability was
greater than a certain percentage of the largest atomic eigenvector
magnitude; a threshold of 10% of the largest eigenvector magni-
tude were chosen for the present work. The defect participation
volume was then calculated as the volume occupied by the number
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(b) xz and (c) yz planes for the (100) surface with N = 5441.
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of atoms whose eigenvector magnitude at the point of instability
exceeded the threshold value multiplied by the atomic volume of
each atom.
The second volume of interest we define is the defect initiation
volume, where the defect initiation volume is defined to be the to-
tal volume occupied by the N atoms in the undeformed configura-
tion. The reasons for defining two distinct volumes will be made
clear in the upcoming discussion. Finally, we also define a defect
participation volume ratio, which was calculated as the ratio be-
tween the defect participation volume and the defect initiation
volume. We note that our choice of the threshold value as 10% of
the largest eigenvector magnitude does not impact the trends ob-
served; we found that the defect participation volume decreased
for both the bulk and (100) surface as the threshold value in-
creased, as did the defect participation volume ratio.
Before presenting our results, we should note that our definition
of defect initiation and participation volumes differ from the defi-
nition of activation volume previously presented by Mason et al.
(2006), Zhu et al. (2008). In the Zhu et al. (2008) work, the activa-
tion volume was defined to be the derivative of activation free en-
ergy with respect to stress, i.e. X(r,T) = oQ/@rjT, where X is the
activation volume and Q is the activation free energy. The activa-
tion free energy was then found by conducting specialized transi-
tion-state-type atomistic simulations based upon the nudged
elastic band method that enabled them to calculate the minimum
energy pathway between a specified state of stress and the point of
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instability. The present definition of defect participation volume is
simpler in nature, in that it gives a direct measure of the volume of
atoms that are active participants in the instability nucleation
process.
Fig. 10(a) shows the impact of the degree of nonlocality on the
defect participation volume for both the FCC bulk and (100) sur-
face, while Fig. 10(b) shows the impact of the degree of nonlocality
on the defect participation volume ratio. Fig. 10(a) shows that the
defect participation volumes for both the bulk and (100) surface
converge towards an upper-bound value as N increases, while
Fig. 10(b) shows that the defect participation volume ratio con-
verges towards a value under 10% as N increases for both the FCC
bulk and (100) surface. As was the case with the trend demon-
strated in the plots of instability stretch vs. N, both the defect par-
ticipation volume and the defect participation ratio seem to
approach constant values as N increases. Both of these results are
in accordance with the previous discussion surrounding both the
results for the FCC bulk in Figs. 5 and 6, and the results for the
(100) surface in Figs. 8 and 9. Overall, these results clearly suggest
that as the value of N increases, a smaller percentage of atoms in
the assemblage experience large motions at the point of instability.
Furthermore, our studies suggest that defect initiation due to ten-
sile loading at a (100) surface requires about 50% of the number of
atoms as does defect initiation due to tensile loading within the
FCC bulk.
Fig. 10(b), in conjunction with the asymptotic trends shown in
Figs. 3 and 7, indicates that it may be possible to define a volume
containing the minimum value of N atoms necessary to accurately
capture the defect initiation, with the atoms outside this volume
playing little or no role in the defect nucleation process. This vol-
ume we call the defect initiation volume. In the present case, from
Fig. 3, this appears to be a volume containing approximately 6000
atoms, corresponding to a volume of about 200,877 Å3; this value
(N = 6000 atoms) is also valid for the (100) surface case, as seen
in Fig. 7. This example also makes clear why two separate volume
definitions are needed. Even though it is not evident that the low
motion atoms contribute to the instability, it is apparent that their
inclusion is necessary in order that the Wallace criterion yield
accurate results.
4. Conclusions
We have utilized a nonlocal atomistic-based instability criteria
to study the stability of both a bulk FCC crystal and a (100) surface
of an FCC crystal that are subject to uniaxial stretching along a
h100i direction. Specifically, we have demonstrated that a mini-
mum-sized domain of analysis is required for a conservative esti-
mate of instability prediction in both the bulk and at the surfaces
of FCC nanomaterials. The method is not restricted to instability
modes related to localized defects, though it certainly can be used
in such cases. It can also be applied to instability mechanisms that
involve the concerted motion of many atoms.
The key findings are that: (1) A nonlocal criterion, comprising
on the order of 5000–10,000 atoms, is required in order to obtained
converged values for both the instability strain and initial instabil-
ity mode for both the FCC bulk and (100) surface. (2) Due to the
fact that the surface instability modes originate at or near the
(100) free surface, the converged surface instability modes are
qualitatively different than those observed for the bulk FCC crystal.
(3) Overall, the results indicate that the nonlocal Wallace criterion
is able to predict not only the point of instability, but also the ini-
tial motion of the atoms at instability for both bulk and surface as
compared to benchmark atomistic calculations. (4) The defect par-
ticipation volume for both the bulk FCC crystal and the (100) sur-
face were found to converge to an upper bound value as N
increased, which implies that a finite number of atoms is required
to initiate defect nucleation under uniaxial stretch. (5) The defect
participation volume for the surface was found to be about 50%
smaller than that of the bulk.
Future developments of the Wallace criteria will focus upon
investigating temperature effects on the instability strains and
instability modes for both the FCC bulk and {100} surface. Preli-
minary work is currently underway utilizing ideas rooted in tran-
sition state theory, similar to that recently done by Zhu et al.
(2008), Ryu et al. (2011).
Finally, we close by noting that our analysis shows that a mul-
tiscale method that uses the Cauchy–Born (Tadmor et al., 1996;
Zhu et al., 2004; Vliet et al., 2003), or surface Cauchy–Born (Park
and Klein, 2007; Park and Klein, 2008) models to study defect ini-
tiation in nanomaterials would need to incorporate an underlying
atomic lattice of about 5000–10,000 atoms at each finite element
integration point in order for it to accurate reproduce predictions
of tensile stretching-induced instability strains and modes as com-
pared to purely atomistic simulations. However, even with such a
requirement, such an approach could be computationally viable.
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